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FOOT
THROTTLE

CONNECTION

Insert hose from air supply to fi lter fi tting marked “Air 
Input” until the hose stops and is secure. 

A  Drain water from fi lter daily. Turn knob clockwise 
(from top view) to open. Drain. Turn knob 
counter-clockwise to close valve.

Turn Clockwise 
Air Filter Knob

A

To Air 
Supply

Connect To Air Filter

Connect Electrical Power Connect Handpiece

Connect Foot Pedal1

3 4

2

DO NOT OPERATE 
ENGRAVING SYSTEM 

WITHOUT AN ACTIVE AIR 
SUPPLY CONNECTED.

Turn the Speed 
Dial to 2300.

Hold the selected 
handpiece vertically near 
either ear as shown. 

WITHOUT operating the 
throttle, slowly increase 
the air pressure.

As the pressure increases, the 
handpiece will begin to buzz, 
then vibrate, and then knock.

Stop adding air pressure 
immediately after the 
knocking stops. This is the 
perfect air pressure operating 
range for the selected 
handpiece model. 

Set the Air Pressure 
to 5 psi (0.4 bar).

Handpiece Tuning (Turn power on)5
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Čeština Originální 
příručku naleznete na 
přiložené USB paměti.

Dansk Den originale 
manual kan fi ndes på 
det vedlagte USB-stik.

Deutsch Das 
Originalhandbuch 
fi nden Sie auf dem 
beigefügten USB-Stick.

Ελληνικά Το 
πρωτότυπο εγχειρίδιο 
περιέχεται στο 
συμπεριλαμβανόμενο 
USB Stick.

English You will fi nd 
the original manual 
on the attached USB 
stick.

Español Encontrará 
el manual original en la 
memoria USB incluida.

Francais Le manuel 
d’origine se trouve 
également sur la clé 
USB fournie. 

Italiano Il manuale 
di istruzioni originale 
si trova nella chiavetta 
USB allegata.

Magyar Az eredeti 
kézikönyvet a mellékelt 
USB-kulcson találja. 

Nederlands Het 
originele handboek 
vindt u op bijgevoegde 
USB-stick.

Norsk Den originale 
håndboken ligger 
på vedlagte USB 
minnepinne.

Polski Oryginalny 
podręcznik można 
znaleźć w dołączonej 
pamięci USB.

Português O manual 
original pode ser 
consultado na pen 
USB disponibilizada.

Pyccĸий 
Оригинальное 
руководство по 
эксплуатации 
содержится на 
прилагаемом USB-
флеш-накопителе.

Român Manualul 
original îl găsiți pe 
stick-ul USB livrat.

Slovenčina 
Originálnu príručku 
nájdete na pripojenom 
USB kľúči.

Suomi Alkuperäinen 
käyttöohje löytyy 
mukana tulleelta USB-
tikulta.

Svenska 
Originalhandboken 
fi nns i det medföljande 
USB-minnet.

EU DECLARATION OF CONFORMITY
Glendo, LLC declares under its sole responsibility that the Pneumatic 
engraving system, models GraverMach® AT, GraverMax®, and 
GraverSmith®, are in conformity with the: 
  Machinery Directive 2006/42/EC
  EMC Directive 2014/30/EU
  RoHS Directive 2011/65EU+(EU)2015/863

 Manufacturer:   Glendo LLC, 900 Overlander Road
  Emporia, Kansas 66801 United States. 
 Phone:  +1-620-343-1084
 URL:  www.glendo.com
 Model / Type:  GraverMach® AT (Item #005-965)
  GraverMax® (Item #005-995)
  GraverSmith® (Item #005-895)
 Description:  Air system designed for assistance in creating
  unique works in metal, stone, wood, and many
  other materials.
 Reports: F2P27959A-01S, F2P27959A-01E, F2P27959A-02RS
 Directives:  Machinery Directive 2006/42/EC
  EMC Directive 2014/30/EU
  RoHS Directive 2011/65EU+(EU)2015/863

Standards Considered, Full Or In Part:  EN ISO 12100:2010, 
EN 60204-1:2018, EN ISO 4414:2010, EN IEC 61000-6-3:2021,
EN IEC 61000-6-1:2019, EN IEC 63000:2018

 Third Party Testing: F2 Labs  www.f2labs.com

Signed for and on behalf of Glendo LLC, 900 Overlander Road, Emporia, 
Kansas, United States.

Authorized by: __________________________  Date: 2024-07-31
              Name: Christopher Correll  Title: President         

 EU Representative: Artsupport GmbH
 Address:  Glattalstrasse 222, 8153 Rümlang / Switzerland
 Telephone:  +41 (0)44 818 18 18
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GRS® Air Systems 
require OIL-FREE 
compressed air

NOTICE: This machine requires clean, dry oil-free air. We suggest using an oil free 
compressor. If your compressor is an oil type, you MUST have an oil removal fi lter, 
coalescing type (#004-579 or equivalent), in the air supply line to this machine. If you 
are unsure of this requirement, please call 800-835-3519 and ask for Technical Services.
OIL CONTAMINATION IS NOT COVERED BY WARRANTY.


